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Republic of the Philippines 

Department of Agriculture 

SUGAR REGULATORY ADMINISTRATION 
Sugar Center Bldg., North Avenue, Diliman, Quezon City, Philippines 1101 

TIN 000-784-336 

Website: http://www.sra.gov.ph  

Email Address: srahead@sra.gov.ph  

Tel No. (632) 8929-3633, (632) 3455-2135, (632) 3455-3376 

SUGAR REGULATORY ADMINISTRATION 
North Avenue., Diliman, Quezon City 

BIDS AND AWARDS COMMITTEE 

SUPPLEMENTAL BID BULLETIN NO. 1 

This Supplemental Bid Bulletin No. 1 dated 22 July 2024 is issued to inform the prospective bidders 
of the following amendments, modifications and clarifications on the items in the Philippine Bidding 
Documents (PBDs) for the SUPPLY AND DELIVERY OF EIGHT (8) UNITS BRAND NEW MOTORCYCLE as 
previously posted in the Philippine Government Electronic Procurement System (PhiIGEPS) and the 
Sugar Regulatory Administration (SRA) website. This Supplemental Bid Bulletin shall form an integral 
part of the Bidding Documents. 

ORIGINAL BID DOCUMENT CLARIFICATIONS/CORRECTIONS 
/CHANGES 

Section VII. Technical Specifications Section VII. Technical Specifications 
Technical Specifications Technical Specifications 

SUPPLY AND DELIVERY OF EIGHT (8) UNITS BRAND NEW SUPPLY AND DELIVERY OF EIGHT (8) UNITS BRAND NEW 
MOTORCYCLE MOTORCYCLE 

TECHNICAL SPECIFICATIONS OF MOTORCYCLE TECHNICAL SPECIFICATIONS OF MOTORCYCLE 

Brand New Brand New 

Engine Type: 4-stroke, OHC, Air-cooled Engine Type: 4-stroke, OHC, Air-cooled 

Fuel System: PGM-Fi Fuel System: PGM-Fi 

Displacement 120-125 cc Displacement: 120-125 cc 

Ignition Type: DC-CDI (Capacitor Discharge Ignition) Ignition Type: DC-CDI (Capacitor Discharge Ignition) 

Fuel: Unleaded gasoline Fuel: Unleaded gasoline 

Starting System: Electric and kick Starting System: Electric and kick 

Cooling System: Air-cooled Cooling System: Mr-cooled 

Fuel Tank Capacity: 3.5- 4 Liters Fuel Tank Capacity: 3.5- 4 Liters 

Engine Oil Capacity: 0.9-1 Liter Engine Oil Capacity: 0.9-1 Liter 

Dry Weight (without oil and fuel): 95-100 kg Dry Weight (without oil and fuel): 95-100 kg 

Gear Box (Gear shift): 4 speed Gear Box (Gear shift): 4 speed 

Transmission Type: Constant mesh Transmission Type: Constant mesh 

Seat Height: 775-780 mm Seat Height 775-780 mm 

Front Suspension: Telescopic Fork Front Suspension: Telescopic Fork 

Rear Suspension: Twin Rear Suspension: Twin 

Front Tire: 2.50-17 M/C 33L 	Rear Tire: 2.50-17 M/C 38L Front Tire: 2.50-17 M/C 33L 	Rear Tire: 2.50-17 M/C 38L 
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Wheel Type: Spoke 

To be Delivered On-site (Please see attached delivery sites) 

Note: 
Places of Delivery 

1- CARSUMCO 
1 - Isabela 
1 - Tarlac 
2 - Bukidnon 
1 - Davao 
1 - Cotabato 
1- Pampanga 

Free 
: Registration and insurance for one year, Helmet (full face), 
Standard Tools 

: Bidder must be authorized and exclusive distributor of the unit with 
complete pertinent documents. 

: Manufacturer/ Unit Brand must be at least 30 years in the 
Philippine market 

Wheel Type: Spoke 

To be Delivered On-site (Please see attached delivery sites) 

Note: 
Places of Delivery 

1- CARSUMCO 
1 - Isabela 
1 - Tarlac 
2 - Bukidnon 
1- Davao 
1- Cotabato 
1- Pampanga 

Free 
: Registration and insurance for one year, Helmet (full face), 
Standard Tools 

: Bidder must be authorized distributor/dealer of the unit with  
complete pertinentsloruments.  

: Manufacturer/ Unit Brand must be at least 30 years in the 
Philippine market  

Brake System (Front and Back): Hydraulic Ventilated Disc//Mechanical 
Loading Trailing 

Brake System (Front and Back): Hydraulic Ventilated Disc//Mechanical 
Loading Trailing 

Prepared by: 
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ATTY. JEANEL TAMORO-CRUZ 

Approved by: 

ve/r.„&vn 
A . RONALD E. RIMANDO 

Chairpe o , Bids and Awards Committee 
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